
is priced and supplied by all
           Ready Mix Suppliers on the Hawaiian Islands  .

Product Description
Vapor Lock  is a clear liquid, pozzolan concrete
admixture that immediately works with the calcium
hydroxide in portland cement and extra mix water
(water not needed for cement hydration) to
produce additional calcium silicate hydrate (c-s-h)
gel. Vapor Lock immediately creates relatively large
amounts of additional c-s-h within the cement
matrix that disrupts the capillary structure in
concrete.  This natural process permanently alters
the pore structure of the concrete, greatly reducing
bleeding that normally occurs.  The main
characteristics of the hardened Vapor Lock
enhanced concrete are an industry leading Ultra-
Low Permeability, Shrinkage Reduction and
Corrosion Inhibiting properties.

Product Advantages
● Can be used as a Moisture Vapor Reducing admixture in providing

Warranted & Insured Flooring, Roofing and  Architectural Coatings
(including paints),

● Can be used as a long-term Shrinkage Reducing admixture (without
high-range and mid-range water reducers/plasticizers),

● The only admixture to address steel corrosion in concrete three ways;
Ultra Low Permeability, Shrinkage Reduction and a robust, automatic
ferrous coating for ‘post-crack’ protection,

● Vapor Lock does not change the set or physical characteristics of the
mix;  Does NOT lower compressive strengths.

Vapor Lock  Admixture System
MVRA - MOISTURE VAPOR REDUCING ADMIXTURE

For Warranted & Insured Flooring, Roofing & Coatings Installation
ULTRA-LOW PERMEABILITY  ♦  SHRINKAGE REDUCING  ♦  CORROSION INHIBITOR

ASTM C494 - Approved Type S Admixture
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MDA Protection

Part of the Vapor Lock system is a state-of-the-art
ferrous coating called Maximum Dual Action (MDA).
This coating  works at the nano-level, is “self healing”
and robust in nature.  This encapsulating film is
effective well after a crack develops in the cement
matrix and drastically slows the oxidation process
that fights both the 



PRODUCT BROCHUREProduct Benefits
Once Vapor Lock is dispensed  into concrete during batching/mixing, it
begins to change the pore structure immediately.  This is evident as the
initial screeding and floating takes place - little to no bleed water comes
to the surface.    Through this action Vapor Lock enhanced concrete’s
benefits include;

● Ultra Low Permeability concrete - a Warranted minimum level
0.1740 US Perms eliminates the ingress/egress of water and
moisture - Moisture Vapor Reducing Admixture/MVRA,

● A Denser, “Non-Sweating”, more Durable piece of concrete three-
dimensionally throughout the entire matrix (not just on the surface),

● Reduces Curling, Plastic Shrinkage Cracking and Long-Term
Shrinkage (Creep), allowing a uniform color/tone to be achieved,

● And the Integral Solution is the most responsible way towards
doubling the life-span of reinforced concrete - with  the lightest
carbon footprint of any available system,

● The mix design range is from 0.28 thru 0.50 w/cm ratio.
● Ultra effective when used in conjunction with medium to high doses

of macro-synthetic fibers as opposed to conventional temperature
steel reinforcement.
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Houchin Blood Bank; opened
February, 2013, in Bakersfield, CA

Nordic/PCL;  Punahou School
project on Oahu, HI

Hawaiian Islands specifics-
Specialty Products Group, the manufacturer of Vapor Lock admixtures, has formulated and marketed one
Vapor Lock admixture specifically for the Hawaiian Islands - 40/41.  This admixture is a hybrid of chemistry
involving the combination of all the characteristics mentioned and marketed as;
Vapor Lock 20/20 admixture: Moisture/Vapor Reducing Admixture for warranted & insured flooring, coatings,
and paint (slabs & walls),
Vapor Lock 20/21 admixture:  Long-Term Shrinkage Reducing system & an Ultra Low Permeability system
(warranted to be less than 0.1740 US Perms),
Vapor Lock 40/40 admixture: A combination of protection; the same shrinkage reducing and ultra low
permeability of 20/21 with a physical, robust layer of coating/film over all steel reinforcement & tendons.
These three products/systems rolled into one liquid admixture is tested and documented to be the most
“set-neutral” and effective liquid admixture available in the marketplace by any standard…

Specialty Products Group
6254 Skyway Rd.

P.O. Box 915
Smithville, ON L0R 2A0

Tel: 877-957-4626

The SPG Group has contracted with OK Hardware
& Construction Supply, Inc. as Representatives on
all the Hawaiian islands.  Vapor Lock is priced &

supplied by all the major R/M suppliers.
Kimo Scott - OK Hardware & Construction Supply, Inc.

 94-200 Pupuole Street  Suite #1
 Waipahu, HI 96797

 Office (808) 671-2886   Cell (808) 224-3432
 OKHardwr@hawaiiantel.net


